
UID “CRAFTMARK” Polyester Labels 
 
 
 
 
 
 
 
 
 

Key Product Features 
 

• Expertise in working with the UID spec 

 
• UID Registration Service available 

 

•   Digital printing process ensures 100% 

 bar code readability 
 

 
 
 
 
Unique Item Identification (UID) 

Mandated by the American Department of Defense requires a 
globally Unique Item Identifier (UID) to track items throughout their 
lifecycle. 

Because the mandate specifies the UID mark must last the service 
life of the item being identified, this presents some challenging 
marking applications in difficult environments. 

For UID applications in mild to moderate conditions or environments 

where the product will be exposed to extreme solvents we offer 

“CRAFTMARK” Polyester Labels. These sturdy labels feature 

subsurface printing which, combined with our thickest polyester, 

protects the logos, copy, and bar code against extreme solvents, 

caustics, acids, and moderate abrasion. 

This unique process removes the need for an additional laminate, 

thereby eliminating the cost for the lamination as well as the 

possibility of delamination. 

The 0.09mm thick adhesive provides excellent adhesion to uneven, 

rough or slightly oily surfaces. 

As with all our UID products you will receive expert knowledge from 

our team of UID specialists, verification and 

validation reports, etc. 

NOTE: we also now offer UID Registration 

services truly making us a one stop shop for 

complete UID compliance. 

 
Phone: 0490 039 278 

www.idtracon.com.au 
email: sales@idtracon.com.au  

• Subsurface printing protects against 

extreme solvents, caustics, acids, and 

modern abrasion while eliminating 

need for a laminate 
 
• Durable 0.076mm thick polyester 

material easily conforms to uneven or 

radius surface 
 
• 0.09mm thick adhesive provides 

excellent adhesion to uneven, rough 

and  slightly oily surfaces 

 

• Established company with a reputation 

for durable and reliable products 

 

Not sure what product you need? 

Contact  Peter Laws for expert advice 

0490 039 278 

 

 



 Test Conditions Rating 

Caustic Soda 100 

Brake Fluid 100 

Acetone 100 

Isopropyl Alcohol 100 

Speedball Power Cleaner 100 

Glass Cleaner 100 

Water 100 

 
Test Conditions Rating 

Caustic Soda 100 

Brake Fluid 100 

Acetone 100 

Isopropyl Alcohol 100 

Speedball Power Cleaner 100 

Glass Cleaner 100 

Water 100 

 
Test Parameters Surface Type Results (Foot 

Pounds) 
Immediate Polyethylene 4.02 

Immediate Aluminum 6.81 

Immediate Glass 6.58 

48 Hours Polyethylene 4.22 

48 Hours Aluminum 6.45 

48 Hours Glass 7.01 

 

UID “CRAFTMARK” Polyester Labels Specifications 
 

Material:  0.076mm thick white polyester that can withstand 

moderate to harsh exposure, mild to moderate abrasion, and 

temperatures up to 121°C(250°F) for short durations. 

Serialization: All alphanumeric bar codes are printed with a 

human readable equivalent. 

Label Copy:  The label copy may include block type, 

stylized type, logos or other designs. All copy, logos, 

designs, and bar code are subsurface printed. This unique 

process provides excellent resistance to solvents, caustics, 

acids, and moderate abrasion. 

Colors:  Standard colors include black, red, yellow, green or 

blue. The 2+ color option includes custom colors and four 
color process for an unlimited color palette. All bar codes 
are imaged in black only, due to contrast needed for the 
bar code scanner. 

Sizes:  Email:  sales@idtracon.com.au for available sizes. 

Standard Adhesive:  0.09mm thick low surface energy, 

pressure sensitive adhesive (MC53FL), provides excellent 

adhesion to uneven or rough surfaces and slightly oily 

surfaces. 

Packaging:  Shipped on a peel off backing strip with scrap 

removed for ease of removal or option of labels in sheet or 

roll form. Cleaning solution is provided to assist in applying 

to a clean surface. Cartons are clearly marked to indicate 

serial numbers of labels. 

Shipment: allow approximately 15 work days upon receipt 

of order and proof. 

To Order:    call: 0490 039 278 (Customer Service) 

               email: sales@idtracon.com.au 

 

Test Results 
 

These tests were conducted for a limited period of time in strict laboratory conditions. In order to achieve maximum 

satisfaction we highly recommend that any customer considering use of this product test the labels in the environment in 

which they will be used. 

 
Abrasion Test:  Label survived more than 7,700 revolutions on 
Taber Abrader using Calibrase H18 wheel with 1000g weight. 

Heat Test:  “CRAFTMARK” Polyester Bar Code Labels are able 

to withstand intermittent heat exposure to 121°C (250°F). 

Label Adhesion Test: This rating measures label adhesion after 
being exposed to chemicals listed below for a 2 hour soak. 

 
 

Bar Code Readability Test:  This rating measures bar code 

readability after being exposed to chemicals listed below for 

a 2 hour soak. 

 
Chemical emergence tests are rated on a scale of 100 to 0: 

100 = No Effect 

75 = Oozing Adhesive 

50 = Label Slides Off 

25 = Label Falls Off 
0 = Label Destroyed 

 
 
 
 

Chemical emergence tests are rated on a scale of 100 to 0: 

Adhesive Strength Test - Accu Force Pull Test 

(Tested in Foot Pounds) 

100 = No Effect 

75 = Oozing Adhesive 

50 = Label Slides Off 

25 = Label Falls Off 
0 = Label Destroyed 

mailto:sales@idtracon.com.au

