
EZ-Peel Removable Bar Code Labels 
 
 
 
 
 
 
 
 
 

Key Product Features 
 

 Special adhesive allows user to 
remove label without leaving a 
messy residue 
 

 Durable polyester material easily 

conforms to radius surfaces 

 
 Custom colors available at no 

additional charge 

 

Doesn’t the name say it all? 

EZ-Peel Removable Labels do just that – peel away easily allowing 
the user to remove or reposition the label. 

This durable polyester label is ideal for reusable shipping 
containers, inventory shelving, work-in-process applications or any 
other application where items are subjected to repeat labeling. 

Designed with a special adhesive, users are able to remove the 
label without leaving a sticky, messy residue. And just because the 
labels are functional doesn’t mean they can’t look nice as well. 

EZ-Peel Removable Labels can be printed in one or two of our 

standard colors (black, red, yellow, green or blue) or any custom 

colors and include a company logo or stylized type. They are 

designed for a more rugged, but short-term environment 

compared to typical short-term labels. 
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EZ-Peel Removable Bar Code Labels Specifications 
 

Material: 0.05 mm (0.002”) thick polyester. 

Serialization: Bar code and human readable equivalent 

is produced using the latest high resolution digital 

technology available, which provides excellent clarity and 

easy scanning. 

Code 39 is the standard symbology with a range of 2.7 to 

9.4 CPI (characters per inch). 

Optional symbologies include Code 128 and I 2 of 5, 2D 

Data Matrix and QR Code. 

Label Copy: The label copy may include block type, 

stylised type logos or other designs. 

All copy, block type, logos, designs, and bar code are 

subsurface printed. This unique process provides excellent 

resistance to solvents, caustics, acids, and moderate 

abrasion. 

Colors:  Standard colors include black, red, yellow, green 

or blue. Custom colors available at no additional charge. 

All bar codes are imaged in black only, due to contrast 

needed for the bar code scanner,  

 

Standard Sizes: 

No. 277:  51 mm x 19 mm (2.0” x 3/4”) 

No. 387:  44 mm x 22 mm (1-3/4” x 7/8”) 

No. 694:  70 mm x 32 mm (2-3/4” x 1-1/4”) 

Adhesive: 0.02 mm (0.001”) removable / repositionable 

adhesive. Provides good bonding to metal, wood, most 

plastics, and painted surfaces. 

Packaging: Shipped on convenient rolls for easy 

removal. Cleaning solution is provided to assist in 

applying to a clean surface. 

Both rolls and cartons are clearly marked to indicate 

serial numbers of labels. 

Shipment:  allow approximately 10 work days upon 

receipt of order and proof approval. 

To Order:    call: 0490 039 278 (Customer Service) 

                 email: sales@idtracon.com.au 
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Test Results 

 
These tests were conducted for a limited period of time in strict laboratory conditions. In order to achieve maximum 

satisfaction we highly recommend that any customer considering use of this product test the labels in the environment in 

which they will be used. 

 
Heat Test: Adequate ratio for bar code scanning and removability with intermittent heat exposure to 121°C (250°F). 

Note: Not repositionable when heated above 38°C (100°F). 

 
 

Chemical Soak Test: This rating measures the effect on 

various labels after being exposed to chemicals listed 

below for a 24 hour soak. 
 

Test Conditions Rating 

Water No effect 

Glass Cleaner No effect 

Bathroom Cleaner No effect 

Alcohol No effect 

Acetone Delaminated 

Sodium Hydroxide No effect 

Nitric Acid No effect 

Hydrochloric Acid No effect 

Brake Fluid No effect 
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