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Key Product Features 
 

 Ideal  for asset tracking on metal surfaces 

where  space is a premium 

 
 Label made of flexible polyester material 

 
 

Got an asset tracking 

application on a metal 

surface with limited space to put an RFID tag? 

Our Sentry-M Slim RFID Tag provides exceptional performance 

and accuracy on metal surfaces in a compact 35 mm x 11 mm size. 

The product consists of a subsurface printed label adhered to a 

unique hard case with a preprogrammed RFID inlay. 

The Sentry-M Slim RFID Tag is ideal for tracking IT assets such as 

racks, servers, laptops, computers, drives, devices and other IT 

accessories where space is a premium. 

Other applications include tracking tools, metal pallets, racks and 

other electronic component equipment. 

Subsurface printing protects the label portion of the Sentry-M 

Slim RFID Tag from moderate solvents and caustics/acids. While 

the four-color print process allows you to promote your company 

with a label that shows off your company name or logo. Our digital 

printing process ensures even the most detailed logo will look 

crisp and clean.  
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 Digital printing process provides for 

greater print capability with detailed logos 

or special designs 

 
 Choice of up to four standard or custom 

colors 

 
 Read range of 2 to 3 metres* (8 to 10 feet)* 

mounted directly on metal tested in an 

echoic chamber 

 
*Read range depends on environment and type of reader used 

 

Not sure what product you need? 

Contact Peter Laws for expert advice 

0490 039 278 

 



Sentry-M Slim RFID Tag Specifications 
 

 
Label Construction: 0.05 mm (0.002”) polyester; approximately 
3.0 mm (0.122”) total product thickness. 

Label Copy: The label copy may include block type, type, logos 

or other designs. All copy, block type, stylised type, logos, 

designs, and bar code are subsurface printed. This unique 

process provides excellent resistance to solvents, caustics, acids 

and moderate abrasion. 

Colors: Standard colors include black, red, yellow, green and 

blue. All bar code are imaged in black only due to contrast 

needed for the bar code scanner. 

Serialization: Bar code and human readable equivalent is 

produced using the latest high resolution digital technology 

available, which provides excellent clarity and easy scanning. 

Code 39 is the standard symbology with a range of 2.7 to 9.4 

CPI (characters per inch). 

Optional symbology is Code 128, I 2 of 5, 2D Data Matrix and 

QR Code. 

The bar code and human readable can be programmed in 

the RFID inlay as long as the information is in decimal or 

hexadecimal format. The programmed information can be 

locked, which prevents the RFID inlay from being rewritten. 

We can encode up to 24 characters into the RFID inlay and 

if required we can encode information that differs from the 

bar code and human readable. 

Frequency Range: 915 MHz 

Standard Size: 36 mm x 11 mm 

Standard Adhesive: Permanent pressure sensitive adhesive 

Shipment: Call for details 

 

 To Order:    call: 0490 039 278 (Customer Service) 

                 email: sales@idtracon.com.au 
 

 

PHYSICAL   ENVIRONMENT  

Dimensions 
 36.3 mm x10.9 mm x 2.8mm 

 1.43’’ x 0.43’’ x 0.11’’ 

 
Classification 

IP67 – Dust tight / Protected against 
temporary submersion in water 

Weight  2 grams 
 

Operational Temp. 
 -50°C to +85°C 
 -58°F to +185°F 

Attachment High performance acrylic adhesive  Steel Ball Drop Test 
Passes 18’’ (0.5 m) drop with 1’’ 
(2.5 cm) diameter steel ball 

   Vibration/Shock 
Resistance 

High 

 

ELECTRICAL   OTHER  

Frequency 902-928 MHz  Options Bar coding, Programming 

IC Platform 
Alien Technology 

 Higgs 3 

 
Warranty Limited 

IC Memory 
 96 –bit EPC 

 512-bit User Memory 

 
Product Code AST1-017-00000xx 

TID  64 –bit     

Typical Read Range 
 

Fixed reader 
Hand held reader 

Direct metal mounting 

 

 10 feet (approx. 3 metres) 

 8.5 feet (approx. 2.5 metres) 

   

 

APPLICATIONS     

IT Assets such as  Racks / Servers 

 Computers / Laptops 

 Drives, devices and other IT 
accessories 

 

  

Other metal 
assets such as 

 Tools 

 Metal pallets / racks 

 Electrical component 
cabinets 
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